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Type Assembled wall mounted network cabinet

1. Wall mounted rack G G P —
Available Size 600*600*368mm/6U

. 600*600*501mm/9U

Standard specification B SRy Ho heed

ANSI/EIA RS-310-D - Loading capacity 70 kgs

IEC60297-3-100 Thickness Mounting profile:1.5mm; side panel: 1.0mm; rest: 1.2mm

DIN41494 PART 1 70KGS

DIN41494 PART 7 Color RAL9004

Toughened  Static loading . .
glass door Certification CE Load | ng Ca paCIty

Material Toughened glass (front door); SPCC cold rolled steel
Finishing Degreasing silanization, electrostatic spray
S/N Name Qty Unit Material Finishing
1 Frame 1 PC 1.2mm SPCC cold rolled steel Electrostatic spray
2 Glass front door (with handle lock) 1 PC 5mm toughened glass Electrostatic spray
3 Side door (with small round lock) 2 PC 1.0mm SPCC cold rolled steel Electrostatic spray
4 Back panel 1 PC 1.2mm SPCC cold rolled steel Electrostatic spray
5 Mounting profile 4 PC 1.5mm SPCC cold rolled steel SGLC
6 Fan 2 PCS Metal and plastic -
7 PDU (6-way) 1 PC Alualloy e
8 430mm depth Shelf (For 9U only) 1 PC 1.2mm SPCC cold rolled steel Electrostatic spray
9 T-type Allen wrench 1 PC Metal -

10 M6 screw & nut 10 Sets Metal




Standard specification
- ANSI/EIA RS-310-D

IEC60297-3-100

DIN41494 PART 1

2. Pictures

DIN41494 PART 7

2. Each rack with two fans

3. With mounting bar: easy to be installed on the wall

- N 5. Flexible cable entry plate on the top
4. Side door with small round lock/flexible side door 6. Accessories
- 4U and 6U: with 1 pc 6-way PDU (no shelf)

- 9U: With1 pc 6-way PDU and 1 pc shelf
- Each rack with 10 sets of M6 screws and nuts
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