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Multiple function module design which includes outlet module, control module, defending thunder module, guarding against electricity leakage module;
Multiple function module and specification optional;

Supplied as output module for various equipment power;

With or without main switch for power input;

Easy and convenient installation for 19” standard and various Non-standard installation.

6-outlet All-usage PDU,10A input and output, 6-outletAll-usage PDU, 10A inputand output,with
with surge protection and lighted master switch, lighting protection and without switch,3.0m length
1.8mlength cable, 19" positive installation cable,19”positive installation, with TOTEN logo
(PD.0601.9300) (PD.0601.9100)

6-outlet UK-type PDU, 13A input and output, 6-outlet Germany-type PDU, 16A input and
with master switch,3.0m length cable, output, with master switch,3.0m length cable,
19” positive installation with TOTEN logo 19” positive installation with TOTEN logo
(PD.0602.9000) (PD.0604.9000)

8-outlet PDU, IEC320 C14 plug 10A input, EC320C13 8-outlet All-usage PDU, 2P+E industrial plug 32Ainput,
outlet 10A output,with master switch,3.0m length cable, 10Aallusage outlet, without switch,with 3.0m length
19” positive installation with TOTEN logo cable,19” positive installation with TOTEN logo
(322000742) (322000796)

10-outlet All-usage PDU, 10Ainput and output, 10-outlet UK-type PDU, 13Ainputand output,
with lighting protection, with master switch, 3.0m with master switch,3.0m length cable, reverse
length cable, reverse installation with TOTEN logo installation, with TOTEN logo
(PD.1001.9100) (PD.1002.9000)
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Power Distribution Unit

Specification :

Model No.

PD.0504.00H W

5-outlet German-type PDU

Specification

Remark

TOTEN
Cabinets

www. toten. com. cn

German-type with main switch,1.8m-length,19” installation,with 19”install panel(in color black/white)

PD.0601.00H M

6-outlet All-usage PDU

All-usage with main switch,1.8m-length,19” installation,with 19”install panel(in color black/white)

PD.0602.02H N

6-outlet UK-type PDU

UK-type ,1.8m-length,19” installation,with 19”install panel(in color black/white)

PD.0603.00M E

6-outlet UL-type PDU

UL-type with main switch,1.8m-length,19” installation,with 19”install panel(in color black/white)

PD.0601.9000

6-outlet All-usage PDU

with main switch,3.0m-length cable,19” installation(only black)

PD.0602.9000

6-outlet UK-type PDU

with main switch,3.0m-length cable,19” installation(only black)

PD.0603.9000

6-outlet UL-type PDU

with main switch,3.0m-length cable,19” installation(only black)

PD.0604.9000

6-outlet German-type PDU

with main switch,3.0m-length cable,19” installation(only black)

PD.0801.9000

8-outlet All-usage PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.0802.9000

8-outlet UK-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.0803.9000

8-outlet UL-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.0804.9000

8-outlet German-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1001.9000

10-outlet All-usage PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1002.9000

10-outlet UK-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1003.9000

10-outlet UL-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1004.9000

10-outlet German-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1201.9000

12-outlet All-usage PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1202.9000

12-outlet UK-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1203.9000

12-outlet UL-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1204.9000

12-outlet German-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1501.9000

15-outlet All-usage PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1502.9000

15-outlet UK-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1503.9000

15-outlet UL-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

PD.1504.9000

15-outlet German-type PDU

with main switch,3.0m-length cable,without mounting material(only black)

Parameter of PDU:

Specification =~ Reference VIHZ A Standard
All-usage R 250V/50-60Hz | 10A | GB2093.3-1997 (China)
German-type 7 250V/50-60Hz 16A DIN49440 (Germany)
UL-type "1 120V/50-60Hz 10A IEC60906 (UL)
UK-type & 250V/50-60Hz 13A BS1363 (UK)

Definition of body color:

HEN EEENE EEO0O

HEN EEENE ENO1

gray

black

RAL7035

RAL9004

Color:

RAL9004

RAL7035
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